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Natural Stone Cladding Slips 

 

• Walling Type: Natural Stone Cladding 

• Product Name: Callow Sandstone Coursed Cladding Slips 

• Product Code: CALCOUCS 

• Stone Type: Sandstone 

• Main Colour/s: Variation of browns and reds 

• Product Sizes: 3 Set heights of 65mm, 140mm and 215mm with 

random lengths 

• Product Thickness: 15-25mm Approx.  

• Unit of sale: Per M² 

• Corners: L shaped cladding corners available in the same stone 

• Product Weight: Approx. 50kg per m² when fitted.  

• Country of Origin: UK – Local stone 

• Adhesive: Laticrete Multimax 255 Lightweight Mortar 15kg bags 

• Warranty: 25 years* 

• Substrate: Suitable for concrete blocks and appropriate building board 

• Preparation: Ensure substrate is suitable for the load, ensuring its 

clean and free from dust and dirt 

• Installation: Refer to manufacturer’s guidelines 

• Joints: No set specification  

• Jointing Compound: Kingfisher coloured pointing mortar available  
 

         *25 year warranty only applies when installed correctly 

 

 

 

For more information on our natural stone cladding slips visit: 

https://www.blackmountainquarries.co.uk/news/natural-stone-cladding-slips/ 
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